
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ATG Electronics® eCove™ T30T LED Rigid Strip is a low 

profile intelligent RGB color changing lighting fixture, designed 

for indoor applications like cove lighting. 

 

eCove™ T30T adopts 3-in-1 SMD LEDs (minimum cut is 

6LEDs) and ultra thin PCB, it can be concealed into most 

confined space and distributes lights out without seeing the 

fixture. 

 

eCove™ T30T works at 24VDC (constant current) and can run 

up to 7meters (23 feet) long (HRS-T030T-070600-L2) easy to 

meet lighting designers’ requirements; also it receives data 

from DynColor™ 300-FS or QColor™ 310-FS controller, and 

supports data expansion  to create a synchronous effect in 

different groups (QColor™ 310-PE Power Expansion Module 

needed).  

 

eCove™ T30T can easily stick to any surface with 3M tape 

and link between fixtures and to the controller via 4-pin data 

wire.  

 

eCove™ T30T is an ideal product for cove lighting, display 

lighting and signage lighting in restaurants, hotels, shops and 

clubs. 

 

ATG 

Electronics Corp. 

Light your world 

Color your life! 

eCove™ 
T30T LED Rigid Strip 

 



Features & Benefits: 

Beautiful lighting output with high intensity RGB color 

LEDs (3-in-1 SMD LED); 

Compact size and smallest cuttable 6-LED unit for narrow 

area lighting; 

Able to achieve many different color-changing modes with 

specified controller; 

Even color from fixture to fixture; 

Safe and stable with low voltage; 

Energy saving with low power consumption. 

 

Recommended Applications: 

Decorative lighting (cove lighting, back lighting etc) for 

homes, restaurants, hotels, shops, stores, cinemas, 

theatres, bars, clubs etc; 

Display lighting for the articles in your shops, stores, bars, 

clubs or any other display purpose; 

Signage lighting for transparent and diffused signboards, 

billboards or notice boards etc. 

 

Custom Design Service: 

Colors: red, yellow, blue, green, white, pink, violet etc; 

Length: more or less than 70 cm (27.5 inch) or 58 cm 

(22.8 inch) as per request; 

LED Quantity: more or less than 30 LEDs as per 

request; 

Working Voltage: 12 VDC available as per request.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

eCove™ T30T for Decorative Lighting 

www.atgelectronics.com 

With high intensity RGB LEDs, eCove™ T30T 

can build a pleasant ambience to many spaces 

in your homes, bars, clubs, restaurants, hotels, 

shops, stores, theatres etc. In addition, 

eCove™ T30T is slim enough to fit into tight 

spaces both in width and height, so it is 

especially suitable for narrow area lighting. 

Color-changing modes can be controlled 

yourself with our specific controller. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

eCove™ T30T for Display Lighting  

 

Full color light output combined with different color-changing modes, especially solid natural white (CRI>85), eCove™ 

T30T ensures that your products will not be missed and is the right choice for lighting up jewelry counter. 

What’s more, it generates little heat, and will not cause heat damage to articles. 

www.atgelectronics.com 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

www.atgelectronics.com 

eCove™ T30T for Display Lighting  

 Cool light emitted by eCove™ T30T decorating 

transparent signboards, it is a perfect combination. 

You will probably be pleasantly surprised at its 

stunning light effect. 

http://dict.iciba.com/pleasantly/
http://dict.iciba.com/surprised/


Part Numbers 

Part Number Description Unit 

HRS-T030T-070600-L2 RGB, 30LEDs, 24VDC, 70 cm (27.5 inch) pcs 

HRS-T030T-058600-L2 RGB, 30LEDs, 24VDC, 58 cm (22.5 inch)  pcs 

Technical Specifications 

Physical Specifications 

Dimension 
L700*W8*H3 mm (L27.5*W0.31*H0.12 inch) 

L580*W8*H3 mm (L22.8*W0.31*H0.12 inch) 

Connectors 4-pin data connector 

PCB Type White rigid PCB 

 Work environment Indoor environment 

Electrical Specifications 

Lighting Source 3-in-1 high intensity SMD LEDs 

LED Quantity 30 LEDs 

Operation Voltage 24 VDC 

Operation Current 0.3 A (Max) 

Power Consumption 7.2 W (Max) 

Operation Temperature -40Ņ~40Ņ (-40ͥ~104ͥ) 

Maximum Series-wound Quantity 10 pcs 

Power Supply 24 VDC QDriver™ / XDriver™ LED Power Supply 

Control System 

DynColor™ 300-FS RGB DMX Controller (Part Number: HCD-00300-000000-FS) 

QColor™ 310-FS RGB Mini Controller (Part Number: HCD-00310-000000-FS) 

QColor™ 020-FS RGB Remote Controller (Part Number: HCD-00020-000000-FS) 

Optical Specifications 

Color Range RGB 

Lumens 144 lm (Max) 

Efficiency 20 lm/W 

Beam Angle 120 degree 

Lumen Maintenance >95%@1,000hrs 

Wavelength Red: 620-625 Green: 520-525 Blue: 470-475 

 

 

 

 

 

 

 

 

 

 

www.atgelectronics.com 



 

www.atgelectronics.com 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ATG Electronics Corp. 

628 Zhangyang Road, Suite 1-21B, Shanghai 200122, CHINA 

www.atgelectronics.com     E-mail: sales@atgelectronics.com 

Phone: +86-21-58350166   Fax: +86-21-58351977 

                                                                                                                       V4.3-080312  

 

http://www.atgelectronics.com/
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