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Introduction

ATG EIl ect r oni38isTELED Rubeiisghe nefkt géneration solution to replace conventional fluorescent light. They
feature higher reliability, easier retrofit and higher efficacy.

Higher Reliability

i Br i @38 ar&more reliable, as 1) they are made of high quality SMD LEDs, with low light decrease and good heat
dissipation; 2) they are using specially designed aluminum housing with good heat dissipation, and have no heat buildup
inside; and 3) they are using specially designed |l oop circui

Easier Retrofit

5

i BrightE 1 38i can directl y b duspdplace existing statteo with 188ystartexsupplied imtige T8 s o

package, and leave magnetic ballast in the fixture, quite easy.

Higher Effic acy

i Br i ¢38iar&using high quality SMD LEDs, of high efficacy (typical 90Im/wy).
They are well-suited for use anywhere, offices, galleries, shop windows, hotels, meeting rooms and especially low
temperature areas, just |ike convent i38 foragénerdl llummatienstaslkelightingl i ght s

display lighting and back lighting.



High Efficacy Imported SMD LED

Fully CE certified under EMC and LYD directions
50000 hours service life or 10 years (8-10 hours per day)
Availahle length: 60cm, 120cm, 150cm

Special designed loop circuit

Patented product

Just replace with |38 starter to retrofit
Durable extruded anodized aluminum housing

provides efficient heat dissipation

RoHS compliant

G13 Lamp Base
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iBright138i(1.2m)

Conventional Fluorescent Ligk

Lamp Power 20W 40W
Lamp Costs US$0 =5
=US$25

Energy Costlor 5 years =5*365*24*20*0.251000 | =5*365*24*40*0.251000
=Hours*Lamp Power*Electricity/1000| =USR19 =US$438.00
Maintenance costs US$8.00 US$40.0 (change every year)
Total costs for 5 years

uUSs$z7 US$%03
Total Savings USR26

*1. Base upon 24hrs per day, 365 days paryedS3$0.25kWh for electricity
2. Unit price for conventional fluorescent lightU$5, change every year.
3.US$8 per lamphange for maintenance coéfts.

Total Savings after 5 years

USS$40.00

iBright 138i

Conventional Fluorescent

Energy saving and low maintenance costs

M Total Savings
Maintenance costs
M Energy Costs

B Lamps Costs

Light

i Br i ¢B38itowers running costs and eliminates the hassle of repeated relamping in busy areas like

offices, factories and supermarkets. The energy-e f f i ¢ i e n I88i kedbs dn hunnind=for up to 50,000

hours significantly reducing the time spent on replacing defective lamps.

Energy prices are

rising, and |

ighting acbouhtsi

138i enables energy savings of up to 80% while maintaining the same light level.



Up to 50,000 hours useful life

With high quality SMD LEDs, patent pending electrical, optical and thermal design, the junction temperature
is kept at lowerthan 80N (176 ) . Thi s cri ti cal I38ieveryrgooe quslity arel stabie B r i
performance.

i Br i ¢B8itskfullife is rated at 50,000 hours (typical), lumen maintenance over 50%, which conforms
with standards developed by DOE (U.S. Department of Energy). In comparison, conventional fluorescent
light can work for only 9,000~15,000 hours.

Service Life

iBright 1 38i Conventional
FluorescentLight

Lumen Maintenance: iBright™ 138i
(TestedModel: 120cm,64LEDs)
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Test Conditions:
Ta=25C
*This lumen maintenance testwas measuredby Luxat 1m RH=50%



Eco-friendly, absolutely green

Adopting solid state lighting technology, iBrightE 138i is a green product, and safe to environment.

iBrightE 138i (1.2m)

Conventional Fluorescent Lights

Power consumption 18w 40W
Life span 50,000 hours 9,000~15,000 hours
Radiation RoHS compliant uv, IR
Toxicant RoHS compliant Toxic phosphor powders,

Mercury (Hg), Lead (Pb)

CO; emission Low High

Heat damage No High
Fragile . Dur.able, Fragile Glass

Aluminum Housing and PC Cover
Burn out failure No Yes
Flicker Never Frequently
Light wasted on reflector No High
Buzzing No Yes

EMI emissions

No, friendly to electronic equipment

Yes, harmful to electronic equipment

Recyclable Yes No
Low temperature working ) .
) Compatible Incompatible
environment
Ballast needed No Yes
Starter needed No Yes
Maintenance Fee Low High



http://www.iciba.com/incompatible/

Sample Projects



